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(57) ABSTRACT

A method of controlling a digital apparatus, and which
includes displaying, on a display of the digital apparatus, at
least first and second display regions, the first display region
configured to display a broadcast program and the second
display region displaying social network contents; receiving,
via an input unit of the digital apparatus, a selection signal
indicating a selection of at least a part of the displayed social
network contents; converting, via a controller of the digital
apparatus, the selected part of the social network contents into
image data; receiving, via the input unit, a moving signal
indicating a movement of the converted image data on the
display; and executing, via the controller, a predetermined
application based on the movement of the image data.
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1
DIGITAL RECEIVER AND METHOD FOR
CONTROLLING THE SAME

This application claims priority benefit to U.S. Provisional
Patent Application No. 61/480,383, filed on Apr. 29, 2011,
and to Korean Patent Application No. 10-2011-0072582, filed
on Jul. 21, 2011, which are hereby incorporated by reference
in its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention generally relates to a digital receiver
and a method for controlling the same.

2. Discussion of the Related Art

Modern digital broadcasts now provide images with an
improved data resolution, and also include improved noise
cancellation and error-correction techniques. Bi-directional
digital broadcast service offerings are also becoming popular.

In more detail, the internet protocol television (IPTV)
broadcasting allows for streaming digital broadcasts of vari-
ous Content on Demand (CoD), which is facilitated by com-
munications over one or more IP-based networks, as well as
various traditional terrestrial, satellite, and cable broadcast
networks.

With the evolution of digital broadcast communications,
many modern receiver-type device manufacturers are
attempting to manufacture and provide digital receivers that
can perform various functions or operations that were not
achievable by previous broadcast receivers. However, com-
plicated and various functions included in the digital receiv-
ers often require the user needs to refer to a manual in order to
execute a desired function through multiple steps.

Furthermore, in the supermarket environment, non-digital
shopping carts are used, and the final payment process for the
selected products is performed and processed by a large num-
ber of employees. This inconveniences the customer.

SUMMARY OF THE INVENTION

Accordingly, one object of the present invention is to
address the above-noted and other limitations and disadvan-
tages of the related art.

Another embodiment of the present invention is to provide
a digital receiver and a method for providing a user interface
by which a user can easily access and use a digital receiver.

Yet another embodiment of the present invention is to
provide a digital receiver and a method for controlling the
same in which the user can select information in a SNS
display window so as to have the selected information con-
verted into image data. Then, the user can drag or move the
converted image data into a designated application to execute
the designated application using the converted image data.
The user can also drag the converted image data into a main
display region to execute a predetermined function (e.g.,
channel change, etc.) in the main display region.

Another embodiment of the present invention is to control
the digital receiver such that the above-mentioned embodi-
ments can be equally applied when an additional service such
as social networking service (SNS) is used in addition to a
broadcast service.

Additional advantages, objects, and features of the inven-
tion will be set forth in part in the description which follows
and in part will become apparent to those having ordinary
skill in the art upon examination of the following or may be
learned from practice of the invention. The objectives and
other advantages of the invention may be realized and
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2

attained by the structure particularly pointed out in the written
description and claims hereof as well as the appended draw-
ings.

To achieve these objects and other advantages and in accor-
dance with the purpose of the invention, as embodied and
broadly described herein, the present invention provides in
one aspect a method of controlling a digital apparatus, and
which includes displaying, on a display of the digital appa-
ratus, at least first and second display regions, said first dis-
play region configured to display a broadcast program and
said second display region displaying social network con-
tents; receiving, via an input unit of the digital apparatus, a
selection signal indicating a selection of at least a part of the
displayed social network contents; converting, via a control-
ler of the digital apparatus, the selected part of the social
network contents into image data; receiving, via the input
unit, a moving signal indicating a movement of the converted
image data on the display; and executing, via the controller, a
predetermined application based on the movement of the
image data. The present invention also provides a correspond-
ing digital apparatus.

It is to be understood that both the foregoing general
description and the following detailed description of the
present invention are exemplary and explanatory and are
intended to provide further explanation of the invention as
claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the invention and are incor-
porated in and constitute a part of this application, illustrate
embodiment(s) of the invention and together with the descrip-
tion serve to explain the principle of the invention. In the
drawings:

FIG. 1 illustrates an broadcast system including a digital
receiver according to an embodiment of the present invention;

FIG. 2 illustrates a digital receiver according to an embodi-
ment of the present invention;

FIG. 3 illustrates a digital receiver according to another
embodiment of the present invention;

FIG. 4 illustrates a digital receiver according to another
embodiment of the present invention;

FIG. 5 illustrates remote control devices of a digital
receiver according to an embodiment of the present invention;

FIG. 6 illustrates an example of selecting predetermined
text data from a screen according to an embodiment of the
present invention;

FIG. 7 illustrates an example of generating and activating
image data regarding selected data according to an embodi-
ment of the present invention;

FIGS. 8 to 12 illustrate a procedure of intuitively control-
ling a digital receiver and an exemplary result of the proce-
dure according to an embodiment of the present invention;

FIG. 13 illustrates a method for controlling a digital
receiver according to an embodiment of the present invention;

FIGS. 14, 15 and 16 illustrate a method for controlling a
digital receiver according to another embodiment of the
present invention;

FIGS. 17 and 18 illustrate a method for controlling a digital
receiver according to another embodiment of the present
invention;

FIGS. 19 and 20 illustrate a method for providing a tray in
a specific mode and searching information through the tray;

FIGS. 21 to 23 illustrate a method for providing a second
result obtained according to the method illustrated in FIGS.
19 and 20;
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FIG. 24 is a flowchart illustrating a method for controlling
a digital receiver according to an embodiment of the present
invention; and

FIG. 25 is a flowchart illustrating a method for controlling
a digital receiver according to another embodiment of the
present invention.

DETAILED DESCRIPTION OF THE INVENTION

Although embodiments of the present invention will be
described in detail with reference to the accompanying draw-
ings and content of the drawings, the present invention is not
limited or restricted by such embodiments. The terms “mod-
ule” and “unit or part” used to signify components are used
herein to aid in understanding of the components. Accord-
ingly, the terms “module” and “unit or part” may be used
interchangeably.

Various embodiments of'a digital receiver and a method for
controlling the same according to the present invention will
now be described with reference to the attached drawings. In
particular, the present invention can provide a digital receiver
and a method for providing a user interface by which a user
can easily and rapidly access and use desired information or
data, or a desired function, thereby allowing the userto access
and use the digital receiver conveniently. For example, when
the user selects some area or region or such data from a
screen, a first process for calling an application of a function
or information or data relating to the selected area or data is
performed, and then a second process is automatically/manu-
ally performed according to controlling of the digital
receiver/the user, such as an action or request of the user for a
result of the first process (a firstresult). Atleast one of the first
process and the second process can be applied in the same
manner when additional services such as an SNS are used in
addition to a main service or broadcast service.

Further, the digital receiver is configured such that the user
easily control (e.g., move) the first result. The user can move
the first result by directly touching the screen of the digital
receiver or using an arbitrary mechanism. The digital receiver
can also manually/automatically perform the second process
for a desired action of the user based on the location or
location information of the first result moved by the user. For
example, the location or location information of the first
result can include coordinate information on the screen of the
digital receiver. Because the digital receiver can be acquire or
store coordinate information about data which needs to be
displayed on the screen in advance in order to provide an
output through the screen, the coordinate information can be
used. Furthermore, the digital receiver can provide a response
to the control of the user for the first result by outputting a
result of the second process (a second result) to a different
area of the screen, thereby improving user convenience.
While the first resultis exemplified as image data or an icon in
order to easily move the first result on the screen, the first
result can include any form controllable by the user.

The type and operation form of the second process can be
determined based on the location to which the first result is
moved by the user. For example, if the user moves the first
result to an area of the screen, through which a broadcast
service is provided, the second process can be performed
through a broadcast guide based on the first result and the
broadcast guide can be provided as the second result. In this
instance, the broadcast guide as the second result can be
aligned or provided based on information relating to the first
result. In addition to the broadcast guide, an interface or
interfaces, such as a web browser, Media, Application store,
My App, etc., can be provided as the second result. The

10

15

20

25

30

35

40

45

50

55

60

4

second result can be provided based on at least one of audio
data, video data and text data obtained by searching or detect-
ing the information relating to the first result. The audio data
and video data may be executed manually/automatically. The
second result is a result obtained by controlling the first result
and can include responses in various forms, which can be
provided in the digital receiver, as well as the aforementioned
information and data.

In the specification, the “first process” is referred to as an
operation of imaging a specific object such as a predeter-
mined area or data such that the specific object can be visually
recognized for convenient access and/or control of the object.
A detailed operation and procedure of the first process will be
described in detail below.

Further, the first process, the first result, the second process
and the second result, or combinations thereof, described in
the specification, are made during a procedure which is
started at the request of the user and outputs a response. The
procedure can be called an ‘activation’ because an activation
function is executed between the request and the response.

In the following description, the “digital receiver” refers to
an intelligent receiver capable of supporting a broadcast ser-
vice function and/or a computing function and includes elec-
tronic devices which are fixed to predetermined spaces and
portable electronic devices. The digital receiver can be inter-
faced with a mechanism such as a handwriting type input
device, a touch-screen, or a pointing device in a wired/wire-
less manner to execute a function at the request or action of
the user, or output a result. The digital receiver can support IP
(Internet Protocol) through a wired/wireless network.
Accordingly, the user can be provided with services such as
e-mail, web browsing, banking and gaming services through
the digital receiver.

The digital receiver can use a standardized general-purpose
operating system (OS) in order to execute functions relating
to the above-mentioned various services and provide a user-
friendly interface by freely adding and deleting various appli-
cations on OS kernel through the standardized general-pur-
pose OS. Examples of the digital receiver can include a
network TV receiver, a hybrid broadcast broadband TV
receiver, a start TV receiver, and an IPTV receiver. Further-
more, the digital receiver can further include mobile termi-
nals such as a personal digital assistant (PDA), a smart phone,
atablet PC, etc. The digital receiver can receive data from one
or more servers connected thereto through a network and
output the data received from the servers to separate regions
on the screen. A smart TV or social TV capable of providing
the broadcast service and an additional service such as an
SNS will be described as an example of the digital receiver.

Turning now to FIG. 1, which illustrates a broadcast system
including a digital receiver according to an embodiment of
the present invention. Examples of a broadcast system includ-
ing a digital receiver includes a content provider (CP) 10, a
service provider (SP) 20, a network provider (NP) 30, and a
home network end user (HNED) (Customer) 40. The HNED
40 includes a client 100, that is, a digital receiver.

Each of the CP 10, SP 20 and NP 30, or a combination
thereof may be referred to as a server. The FINED 40 can also
function as a server. The term ‘server’ means an entity that
transmits data to another entity in a digital broadcast environ-
ment. Considering a server-client concept, the server can be
regarded as an absolute concept and a relative concept. For
example, one entity can be a server in a relationship with a
first entity and can be a client in a relationship with a second
entity.

The CP 10 is an entity that produces content. Referring to
FIG. 1, the CP 10 can include a 1°* or 2" terrestrial broad-
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caster, a cable system operator (SO), a multiple system opera-
tor (MSO), a satellite broadcaster, various Internet broadcast-
ers, private content providers (CPs), etc. The content can
include applications as well as broadcast content.

The SP 20 packetizes content provided by the CP 10.
Referring to FIG. 1, the SP 20 packetizes content provided by
the CP 10 into one or more services available for users.
Further, the SP 20 can provide services to the client 100 in a
uni-cast or multi-cast manner. In addition, the CP 10 and the
SP 20 can be configured in the form of one entity. For
example, the CP 10 can function as the SP 20 by producing
content and directly packetizing the produced content into
services, and vice versa.

Also, the NP 30 can provide a network environment for
data exchange between the server 10 and/or 20 and the client
100. The NP 30 supports wired/wireless communication pro-
tocols and constructs environments therefor. In addition, the
NP 30 can provide a cloud environment. In addition, the client
100 can construct a home network and transmit/receive data.

The server can use and request a content protection means
such as conditional access. In this instance, the client 100 can
use a mechanism such as a cable card or downloadable CAS
(DCAS), which corresponds to the content protection mecha-
nism of the server. In addition, the client 100 can use an
interactive service through a network. In this instance, the
client 100 can directly serve as the CP 10 and/or the SP 20 in
a relationship with another client or indirectly function as a
server of the other client.

Next, FIG. 2 is a schematic diagram of a digital receiver
200 according to an embodiment of the present invention. The
digital receiver 200 may correspond to the client 100 shown in
FIG. 1.

Further, a digital receiver according to an embodiment of
the present invention may include a receiving unit configured
to receive a signal containing at least one service, a decoder
configured to decode the received service, a controller con-
figured to control activated data corresponding to a predeter-
mined area or data to be output by performing a first process
when the predetermined area or data is selected from a screen
and to control a specific mode to be executed as a second
process when the activated data accesses a boundary region of
the screen, and a display unit configured to display the
decoded service, the activated data under the control of the
controller, and a resultant of the executed specific mode on
the screen. The specific mode can include a tray including a
collection of the activated data to a first region from a spare
region generated by controlling the size and resolution of the
full screen configured prior to the first process.

The controller can control one or more search engines for
the specific mode to be output to a second region from the
spare region, control a quick search icon configured with a
combination of predetermined data included in the tray and a
predetermined search engine selected from the search
engines to be output to a third region from the spare region,
control a result obtained by searching the corresponding tray
data through the corresponding search engine to be displayed
on the screen when the quick search icon is accessed, and
determine whether the activated data accesses the boundary
of the screen based on coordinate information about screen
configuration.

In addition, the controller can control at least one of the
activated data and tray data to be configured using at least one
of text data, audio data, video data, and image data. If at least
one of the activated data and tray data correspond to image
data, the controller can control the image data to be config-
ured in at least one of BMP, JPG, JPEG, and PNG formats.
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A digital receiver according to another embodiment of the
present invention may include a receiving unit configured to
receive a signal containing at least one service, a decoder
configured to decode the received service, a controller con-
figured to control a first process to be performed to configure
and output activated data corresponding a first region when
the first region is selected from a screen providing at least one
service and to control a specific function to be executed based
on coordinate information of a second region as a second
process when the output activated data is located in the second
region, and a display unit configured to display the decoded
service and a result of the second process under the control of
the controller on a third region of a screen.

The controller can recognize at least one of text data, image
data and object data as the first region according to corre-
sponding service and recognize at least one of a web browser,
App store, My App, Media, and tray function as the specific
function. The controller can also control the activated data
image to be included in a header of actual text string infor-
mation.

A smart TV is exemplified as the digital receiver 200 in the
following description in order to help understanding of the
present invention and improve convenience of description.
Here, the smart TV can provide an additional service such as
SNS.

Further, the digital receiver 200 in FIG. 2 includes a net-
work interface 201, a TCP/IP manager 202, a service delivery
manager 203, an SI (System Information, Service Informa-
tion or Signaling Information) decoder 204, a demultiplexer
205, an audio decoder 206, a video decoder 207, a display AN
and OSD (On Screen Display) module 208, a service control
manager 209, a service discovery manager 210, a SI & meta-
data database (DB) 211, a metadata manager 212, an appli-
cation managet, etc.

The network interface 201 can receive or transmit IP pack-
ets including service data through a network. In other words,
the network interface 201 can receive IP packets including at
least one of text data, image data, audio data, and video data,
used for SNS, as well as services and applications from a
server connected thereto through a network.

Further, the TCP/IP manager 202 may involve delivery of
IP packets transmitted to the digital receiver 200 and IP pack-
ets transmitted from the digital receiver 200, that is, packet
delivery between a source and a destination. The TCP/IP
manager 202 can classify received packets according to an
appropriate protocol and output the classified packets to the
service delivery manager 205, the service discovery manager
210, the service control manager 209, and the metadata man-
ager 212.

In addition, the service delivery manager 203 can control
classification and processing of service data. The service
delivery manager 203 can also control real-time streaming
data, for example, using real-time protocol/real-time control
protocol (RTP/RTCP). In other words, the service delivery
manager 203 can parse a real-time streaming data packet,
transmitted based on the RTP, according to the RTP and
transmits the parsed data packet to the demultiplexer 205 or
store the parsed data packet in the SI & metadata DB 211
under the control of the service manager 213. The service
delivery manager 203 can feed back network reception infor-
mation to the server based on the RTP.

The demultiplexer 205 can demultiplex audio data, video
data, SI from a received packet through packet identifier
(PID) filtering and transmit the demultiplexed data to corre-
sponding processors, that is, the audio/video decoder 206/207
and the ST decoder 204. The SI decoder 204 can parse and/or
decode SI data such as program specific information (PSI),
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program and system information protocol (PSIP), digital
video broadcast-service information (DVB-SI), etc.

In addition, the SI decoder 204 can store the parsed and/or
decoded SI data in the SI & metadata DB 211. The SI data
stored in the SI & metadata DB 211 can be read or extracted
and used by a component which requires the SI data. EPG
data can also be read from the SI & metadata DB 211. This
will be described below in detail.

The audio decoder 206 and the video decoder 207 respec-
tively can decode audio data and video data, which are demul-
tiplexed by the demultiplexer 205. The decoded audio data
and video data may be provided to the user through the
display unit 208. The application manager may include a
service manager 213 and a user interface (UI) manager 214,
administrate the overall state of the digital receiver 200, pro-
vides a Ul, and manage other mangers.

Further, the Ul manager 214 can receive a key input from
the user and provide a graphical user interface (GUI) related
to areceiver operation corresponding to the key input through
OSD. The service manager 213 can also control and manage
service-related managers such as the service delivery man-
ager 203, the service discovery manager 210, the service
control manager 209, and the metadata manager 212.

In addition, the service manager 213 can configure a chan-
nel map and enable channel control at the request of the user
based on the channel map. The service manager 213 can also
receive service information corresponding to channel from
the SI decoder 204 and set audio/video PID of a selected
channel to the demultiplexer 205 so as to control the demul-
tiplexing procedure of the demultiplexer 205.

Further, the application manager can configure an OSD
image or control configuration of the OSD image to provide
a window for SNS on a predetermined region of the screen
when the user requests SNS. The application manager can
configure the OSD image or control the configuration of OSD
image such that the SNS window can be determined and
provided at the request of the user in consideration of other
services, for example, a broadcast service. In other words,
when the digital receiver 200 provides a service (for example,
SNS) through an image on the screen, the digital receiver 200
can configure the image such that it can appropriately cope
with requests in consideration of relationship with other ser-
vices, priority, etc.

The application manager can receive data for SNS from a
related external server such as an SNS providing server or a
manufacturer-provided server and store the received data in a
memory such that the data is used to configure OSD for
providing SNS at the request of the user and SNS may be
provided through a predetermined area of the screen. Further-
more, the digital receiver 200 can store data, related with a
service and input by the user during the service, in the
memory in a similar manner such that the data is used to
configure the service and, if required, process the data into a
form required for another digital receiver and transmit the
processed data to the other digital receiver or a related service
server.

In addition, the application manager, the controller or the
digital receiver can control information or an action corre-
sponding to a request of the user to be executed when the user
makes the request while using the SNS. For example, when
the user selects input data of another user or a region corre-
sponding to the input data while using the SNS, the applica-
tion manager, the controller or the digital receiver can control
the first process and/or the second process for handling the
selected data or region to be performed and control the first
result and/or the second result to be output in an appropriate
form. The first result and/or the second result can include
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information, an action, a related UI, etc. and be configured in
various forms such as text, an image, audio/video data, etc.
The first result and/or the second result can be manually or
automatically provided and performed by the digital receiver.

When the user moves the first result (e.g. image data)to a
broadcast program or broadcast service output area through
drag & drop, the digital receiver can perform the second
process (e.g., search process) on data relating to the first result
using an electronic program guide (EPG) or electronic ser-
vice guide (ESG) (referred to as ‘broadcast guide’ hereinaf-
ter) (i.e., a search engine) to provide a second result. Here, the
second result can be provided in a form similar to the broad-
cast guide used as a search engine or provided as a separately
configured UI. When the second result is provided in the form
of the broadcast guide, other data can be provided with the
second result. In this instance, the second result can be con-
figured such that it is distinguished from other data so as to
allow the user to easily recognize the second data. To dis-
criminate the second result from other data, the second result
can be highlighted, hatched, and provided in 3-dimensional
(3D) form.

In the execution of the second process, the digital receiver
can automatically determine the type of the second process
and whether or not to perform the second process based on a
position variation of the first result. In this instance, coordi-
nate information of the screen can be used for determining
whether the position of the first result is changed or for infor-
mation on a changed position between the second process and
the first result. For example, when a service and/or OSD are
displayed onthe screen, the digital receiver can determine and
store coordinate information about the displayed service and/
or OSD. Accordingly, the digital receiver can be aware of
coordinate information about a service and data being pro-
vided to the screen in advance and thus can recognize a
variation in the position (information) of the first result based
on the coordinate information and perform the second pro-
cess based on the position of the first result.

Further, the service discovery manager 210 can provide
information required to select a service provider that provides
aservice. Uponreceipt of a signal for selecting a channel from
the service manager 213, the service discovery manager 210
discovers a service based on the received signal. The service
control manager 209 can also select and control a service. For
example, the service control manager 209 may perform ser-
vice selection and control using IGMP (Internet Group Man-
agement Protocol) or real time streaming protocol (RTSP)
when the user selects a live broadcast service and using RTSP
when the user selects a video on demand (VOD) service.

The schemes or protocols described in the specification are
exemplified in order to aid in understanding of the present
invention for convenience of explanations and the scope of
the present invention is not limited thereto. Accordingly, the
schemes or protocols can be determined in consideration of
conditions different from the exemplified ones and other
schemes or protocols can be used.

Also, the metadata manager 212 can manage metadata
regarding services and store metadata in the SI & metadata
DB 211. The SI & metadata DB 211 can store SI data decoded
by the SI decoder 204, metadata managed by the metadata
manager 212, and information required to select a service
provider, which is provided by the service discovery manager
210. In addition, the SI & metadata DB 211 can store system
set-up data. An IMS (IP Multimedia Subsystem) gateway 250
can include functions required to access an IMS based IPTV
services.

Next, FIG. 3 illustrates a digital receiver 300 according to
another embodiment of the present invention. Referring to
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FIG. 3, the digital receiver 300 includes a broadcast receiving
unit 305, an external device interface 335, a storage unit 340,
auser input interface 350, a controller 370, a display unit 380,
an audio output unit 385, a power supply unit 390, and a
photographing unit. The broadcast receiving unit 305
includes at least one of one or more tuner 310, a demodulator
320, and a network interface 330. The broadcast receiving
unit 305 includes the tuner 310 and the demodulator 320
without the network interface 330, or include the network
interface 330 without the tuner 310 and the demodulator 320.
The broadcast receiving unit 305 includes a multiplexer to
multiplex a signal, which is subjected to the tuner 310 and
demodulated by the demodulator 320, and a signal received
through the network interface 330. In addition, the broadcast
receiving unit 305 can include a demultiplexer and demulti-
plex a multiplexed signal, a demodulated signal, or a signal
received through the network interface 330.

The tuner 310 can receive a radio frequency (RF) broadcast
signal by tuning to a channel selected by the user from among
RF broadcast signals received through an antenna or all pre-
viously stored channels. Further, the demodulator 320 can
receive a digital IF (Intermediate Frequency) signal (DIF)
converted by the tuner 310 and demodulate the DIF signal.

A stream signal output from the demodulator 320 can be
input to the controller 370, and the controller 370 can control
demultiplexing, audio/video signal processing, etc. Further-
more, the controller 370 can control output of an image
through the display unit 380 and output of audio through the
audio output unit 385.

Further, the external device interface 335 can provide an
environment for interfacing external devices with the digital
receiver 300. To implement this, the external device interface
335 can include an A/V input/output unit or an RF commu-
nication unit. In addition, the external device interface 335
can be connected with external devices such as a digital
versatile disk (DVD), a Blu-ray player, a game device, a
camera, a camcorder, a computer (notebook computer), a
Cloud and a mobile device (e.g., a Smart Phone, a tablet PC,
and the like) in a wired/wireless manner.

The A/V input/output unit may include a USB (Universal
Serial Bus) terminal, a composite video banking sync
(CVBS) terminal, a component terminal, an S-video terminal
(analog), a digital visual interface (DVI) terminal, a high
definition multimedia interface (HDMI) terminal, an RGB
terminal, a D-SUB terminal, etc.

Further, the RF communication unit can perform near field
communication. The digital receiver 300 can be networked
with other electronic apparatuses according to communica-
tion protocols such as Bluetooth, radio frequency identifica-
tion (RFID), infrared data association (IrDA), ultra wideband
(UWB), ZigBee, and digital living network alliance (DLNA),
for example.

The network interface 330 can provide an interface for
connecting the digital receiver 300 to wired/wireless net-
works. Using the network interface 330, the digital receiver
can transmit/receive data to/from other users or other elec-
tronic apparatuses or access a predetermined web page
through a network connected thereto or another network
linked to the connected network. Also, the network interface
330 can selectively receive a desired application from among
publicly open applications through a network.

In addition, the storage unit 340 can store programs for
signal processing and control and store a processed video,
audio or data signal. The storage unit 340 can also execute a
function of temporarily storing a video, audio or data signal
input from the external device interface 335 or the network
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interface 330. The storage unit 340 can store information
about a predetermined broadcast channel through a channel
memory function.

The storage unit 340 can store an application or a list of
applications input from the external device interface 335 or
the network interface 330. The storage unit 340 can store
various platforms which will be described later. The storage
unit 340 can include storage media of one or more types, such
as a flash memory type, a hard disk type, a multimedia card
micro type, a card type memory (e.g. SD or XD memory),
RAM, EEPROM, etc. The digital receiver 300 can reproduce
content files (a video file, a still image file, a music file, a text
file, an application file, etc.) and provide them to the user.

While FIG. 3 illustrates an embodiment in which the stor-
age unit 340 is separated from the controller 370, the configu-
ration of the digital receiver 300 is not limited thereto and the
storage unit 340 can be included in the controller 370.

The user input interface 350 can transmit a signal input by
the user to the controller 370 or deliver a signal output from
the controller 370 to the user. For example, the user input
interface 350 can receive control signals such as a power
on/off signal, a channel selection signal, an image setting
signal, etc. from the remote controller 400 or transmit control
signals of the controller 370 to the remote controller 400
according to various communication schemes such as RF
communication, IR communication, and the like.

The user input interface 350 can transmit control signals
input through a power key, a channel key, a volume key, and
a local key of a set value to the controller 370. The user input
interface 350 can transmit a control signal input from a sens-
ing unit which senses a gesture of the user or deliver a signal
of'the controller 370 to the sensing unit. Here, the sensing unit
may include a touch sensor, a voice sensor, a position sensor,
anaction sensor, an acceleration sensor, a gyro sensor, aspeed
sensor, a tilt sensor, a temperature sensor, a pressure or back-
pressure sensor, etc.

The controller 370 can generate and output a signal for
video or audio output by demultiplexing streams input
through the tuner 310, the demodulator 320 or the external
device interface 335 or processing demultiplexed signals.

A video signal processed by the controller 370 can be input
to the display unit 380 and displayed as an image through the
display unit 380. In addition, the video signal processed by
the controller 370 can be input to an external output device
through the external device interface 335. Further, an audio
signal processed by the controller 370 can be applied to the
audio output unit 385. Otherwise, the audio signal processed
by the controller 370 can be applied to an external output
device through the external device interface 335.

The controller 370 may include a demultiplexer and an
image processor, which are not shown in FIG. 3. The control-
ler 370 can control the overall operation of the digital receiver
300. For example, the controller 370 can control the tuner 310
to tune to an RF broadcast corresponding to a channel
selected by the user or a previously stored channel.

The controller 370 can control the digital receiver 300
according to a user command input through the user input
interface 350 or an internal program. Particularly, the control-
ler 370 can control the digital receiver 300 to be linked to a
network to download an application or application list that the
user desires to the digital receiver 300.

For example, the controller 370 can control the tuner 310 to
receive a signal of a channel selected in response to a prede-
termined channel selection command received through the
user input interface 350. In addition, the controller 370 can
process a video, audio or data signal corresponding to the
selected channel. The controller 370 can control information
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ona channel selected by the user to be output with a processed
video or audio signal through the display unit 380 or the audio
output unit 385.

Alternatively, the controller 370 can control a video signal
or an audio signal received from an external apparatus, for
example, a camera or a camcorder through the external device
interface 335 to be output through the display unit 380 or the
audio output unit 385 according to an external device image
reproduction command received through the user input inter-
face 350.

The controller 370 can control the display unit 380 to
display images. For example, the controller 370 can control a
broadcast image input through the tuner 310, an external
input image received through the external device interface
335, an image input through the network interface 330, or an
image stored in the storage unit 340 to be displayed on the
display unit 380. Here, an image displayed on the display unit
380 can be a still image or video, and it can be a 2D or 3D
image.

The controller 370 can also control reproduction of con-
tent. Here, the content may be content stored in the digital
receiver 300, received broadcast content, or content input
from an external device. The content may include at least one
of'a broadcast image, an external input image, an audio file, a
still image, an image of a linked web, and a text file.

The controller 370 can control display of applications or an
application list, downloadable from the digital receiver 300 or
an external network, when an application view menu is
selected. Further, the controller 370 can control installation
and execution of applications downloaded from an external
network in addition to various user interfaces. Furthermore,
the controller 370 can control an image relating to an appli-
cation executed by user selection to be displayed on the
display unit 380.

The digital receiver 300 may further include a channel
browsing processor which generates a thumbnail image cor-
responding to a channel signal or an external input signal. The
channel browsing processor can receive a stream signal (TS)
output from the demodulator 320 or a stream signal output
from the external device interface 335 and extract an image
from the received stream signal to generate a thumbnail
image. The generated thumbnail image can be directly input
to the controller 170 or can be encoded and then input to the
controller 170. Also, the thumbnail image can be coded into a
stream and then applied to the controller 370. The controller
370 can display a thumbnail list including a plurality of
thumbnail images on the display unit 380 using thumbnail
images input thereto. The thumbnail images included in the
thumbnail list can be updated sequentially or simultaneously.
Accordingly, the user can conveniently check content of a
plurality of broadcast channels.

The display unit 380 can convert a video signal, a data
signal, and an OSD signal processed by the controller 370 and
a video signal and a data signal received from the external
device interface 335 into RGB signals to generate driving
signals. The display unit 380 may be a PDP, an LCD, an
OLED, a flexible display, a 3D display or the like. The display
unit 380 may be configured as a touch-screen and used as an
input device rather than an output device. The audio output
unit 385 receives a signal audio-processed by the controller
170, for example, a stereo signal, a 3.1 channel signal ora 5.1
channel signal, and outputs the received signal as audio. The
audio output unit 385 can be configured as one of various
speakers.

The digital receiver 300 may further include the sensing
unit for sensing a gesture of the user, which includes at least
one of a touch sensor, a voice sensor, a position sensor, and an
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action sensor, as described above. A signal sensed by the
sensing unit can be delivered to the controller 370 through the
user input interface 350. The digital receiver 300 may further
include the photographing unit for photographing the user.
Image information acquired by the photographing unit can be
supplied to the controller 370. The controller 370 can sense a
gesture of the user from an image captured by the photograph-
ing unit or a signal sensed by the sensing unit, or by combin-
ing the image and the signal.

The power supply unit 390 can supply power to the digital
receiver 300. Particularly, the power supply unit 390 can
supply power to the controller 370 which can be implemented
as a system-on-chip (SOC), the display unit 380 for display-
ing images, and the audio output unit 385 for audio output.

Further, the remote controller 400 can transmit user input
to the user input interface 350. To achieve this, the remote
controller 400 can use Bluetooth, RF communication, IR
communication, UWB, ZigBee, etc. In addition, the remote
controller 400 can receive audio, video or data signal output
from the user input interface 350 and display the received
signal or output the same as audio or vibration.

The functions of the application manager shown in FIG. 2
can be divided and executed by the controller 370, the storage
unit 340, the user interface 350, the display unit 380 and the
audio output unit 385 which are controlled by the controller
370.

The digital receivers shown in FIGS. 2 and 3 are exemplary
and components thereof can be integrated, added or omitted
according to specifications thereof. That is, two or more com-
ponents can be integrated into one component or one compo-
nent can be subdivided into two or more components as
required. The function executed by each component is exem-
plified to describe embodiments of the present invention and
detailed operations or devices do not limit the scope of the
present invention. Some of the components shown in FIG. 2
may be omitted or a component (not shown in FIG. 2) may be
added as required. The digital receiver according to the
present invention may not include the tuner and the demodu-
lator, differently from the digital receivers shown in FIGS. 2
and 3, and may receive content through the network interface
or the external device interface and reproduce the content.

The digital receiver is an example of image signal proces-
sors which process an image stored therein or an input image.
Other examples of the image signal processors may include a
set-top box (STB) which does not include the display unit 380
and the audio output unit 385 shown in FIG. 3, a DVD player,
a Blu-ray player, a game device, a computer, etc.

Next, FIG. 4 illustrates a digital receiver according to
another embodiment of the present invention. Particularly,
FIG. 4 shows a configuration for implementing a 3D digital
receiver, which can be included in the configurations of FIGS.
2 and 3.

The digital receiver according to the present invention
includes a demultiplexer 410, an image processor 420, an
OSD generator 440, a mixer 450, a frame rate converter
(FRC) 455, and a 3D formatter (or an Output formatter) 460.

The demultiplexer 410 can demultiplex an input stream
signal into an MPEG-2 TS image, an audio signal and a data
signal, for example. In addition, the image processor can
process a demultiplexed image signal using a video decoder
425 and a scaler 435. The video decoder 425 can decode the
demultiplexed image signal and the scaler 435 can scale the
resolution of the decoded image signal such that the image
signal can be displayed.

The image signal decoded by the image processor 420 can
be input to the mixer 450. The OSD generator 440 can gen-
erate OSD data automatically or according to user input. For
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example, the OSD generator 440 can generate data to be
displayed on the screen of an output unit in the form of an
image or text based on a control signal of a user input inter-
face. OSD data generated by the OSD generator 440 may
include various data such as a user interface image of the
digital receiver, various menu screens, widget, icons, and
information on ratings. The OSD generator 440 can generate
a caption of a broadcast image or data for displaying EPG
based broadcast information.

The mixer 450 can mix the OSD data generated by the OSD
generator 440 and the image signal processed by the image
processor 420. The mixer 450 can provide the mixed signal to
the 3D formatter 460. By mixing the decoded image signal
and the OSD data, OSD may be overlaid on a broadcast image
or external input image.

The frame rate converter (FRC) 455 can convert a frame
rate of input video. For example, the frame rate converter 455
can convert the frame rate of an input 60 Hz video to a frame
rate of 120 Hz or 240 Hz, according to an output frequency of
the output unit. The frame rate converter 455 may be bypassed
when frame conversion is not executed.

The 3D formatter 460 can change the output of the frame
rate converter 455, which is input thereto, into a form suitable
for the output format of the output unit. For example, the 3D
formatter 460 can output an RGB data signal. In this instance,
this RGB data signal can be output according to low voltage
differential signaling (LVDS) or mini-LVDS. When a 3D
image signal output from the frame rate converter 455 is input
to the 3D formatter 460, the 3D formatter 460 can format the
3D image signal such that the 3D image signal is matched to
the output format of the output unit, to thereby support a 3D
service.

An audio processor can audio-process a demultiplexed
audio signal. The audio processor can support various audio
formats. For example, when audio signals are encoded in
MPEG-2, MPEG-4, advanced audio coding (AAC), high effi-
ciency-AAC (HE-AAC), AC-3 and bit sliced audio coding
(BSAC) formats, the audio processor can include decoders
corresponding to the formats to process the audio signals.
Furthermore, the audio processor can control base, treble and
volume.

In addition, a data processor can process a demultiplexed
data signal. For example, when a demultiplexed data signal is
encoded, the data processor can decode the encoded demul-
tiplexed data signal. Here, the encoded data signal may be
EPG information including broadcast information such as the
start time and end time (or duration) of a broadcast program
which is broadcast through each channel.

FIG. 5 illustrates remote controllers of a digital receiver
according to an embodiment of the present invention. To
execute various operations for implementing the present
invention according to embodiments, various user interface
devices (UIDs) which can communicate with a digital
receiver 500 in a wired/wireless manner can be used as remote
controllers.

The remote controllers can use various communication
protocols such as Bluetooth, RFID, IrDA, UWB, ZigBee,
DLNA, etc. UIDs can include a mobile device (e.g., a smart
phone, a tablet PC, and the like), a magic remote controller
520 and a remote controller 530 equipped with a keyboard
and a touch pad in addition to a general remote controller 510.

The magic remote controller 520 may include a gyro sen-
sor mounted therein to sense vibration of a user’s hand or
rotation. That is, the magic remote controller 520 can move a
pointer according to up, down, left and right motions of the
user such that the user can easily execute a desired action, for
example, easily control a channel or a menu.
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The remote controller 530 including the keyboard and
touch pad can facilitate text input through the keyboard and
control of movement of a pointer and magnification and
reduction of a picture or video through the touch pad.

Various embodiments of the digital receiver and method
for controlling the same according to the present invention
will be described with reference to the attached drawings.
However, the scope of the present invention is not limited to
the embodiments described below.

The method for controlling a digital receiver according to
the present invention may be based on the following prin-
ciple. When some area or such data is selected from a screen,
a first process is performed on the selected area or data so as
to generate image data such as an icon, that is, a first result
such that the user can activate the first result. When the first
result activated by the user is moved to a predetermined area
or position, a second process may be performed based on the
area or position of the moved first result to output desired
information or a desired function, thatis, a second result. The
digital receiver may determine the corresponding function,
that is, the second process based on coordinate information
about the position of the moved first result and control a
corresponding function (second result) to be automatically
executed according to the second process. To achieve this, the
digital receiver can previously store coordinate information
about respective areas or positions of the screen in a storage
unit.

The digital receiver can provide the first result to a prede-
termined region on the screen. For example, the digital
receiver can output the first result to a region adjacent to the
selected area or selected data. Otherwise, the digital receiver
can output the first result to an area which does not disturb a
currently provided service.

The second result can be provided in the form of EPG if the
first result may be moved to a broadcast service output area
and thus the second process uses EPG. If the second process
uses a web browser, the second result can be provided in the
form of a web browser. In addition, the first result and/or the
second result can be provided in the form of OSD data or a U],
which is separately configured.

Furthermore, the digital receiver can execute a specific
mode as the second process when the first result is located in
a specific region (drag is maintained or drag is released, that
is, drop). As a result of the execution of the specific mode, the
digital receiver can provide a tray relating to the first result to
a predetermined area of the screen as the second result.

Each result can include data in various forms. And, one of
text data, image data, audio data and video data, or a combi-
nation thereof can be provided as the data. In addition, hyper
text markup language (HTML), extensible markup language
(XML) or the like can be provided as the data format of each
result based on automatic execution function or features of
services.

As described above, the digital receiver can allow the user
to intuitively and visually recognize and execute desired
information, a desired function and a desired action in an
easier and more convenient manner without going through
multiple steps so that the user can easily access and use the
digital receiver, thereby increasing user convenience.

The fundamental principle of the present invention will be
described in more detail below. To aid in understanding of the
present invention and facilitate description of the invention,
the first process, the second process and results related to the
first and second processes will be sequentially described.

FIG. 6 illustrates a method of selecting predetermined text
data from a screen according to an embodiment of the present
invention. In particular, FIG. 6 illustrates a process of select-
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ing a predetermined region or predetermined data from a
screen prior to the first process.

In the example of FIG. 6, a 3D pointing device is used as a
mechanism for selecting the predetermined region or data
from the screen. However, the mechanism is not limited
thereto and can include the above-mentioned various input
mechanism and selection mechanism shown in FIG. 5 or
other input and selection mechanisms.

The digital receiver can provide the broadcast service and/
or one or more additional services on the screen in an inde-
pendent or combined manner. The additional services can
include various services such as SNS, a web browser service,
etc. However, SNS is described as an example in this embodi-
ment. The digital receiver can configure and provide a screen
as shown in FIG. 6 when the user requests SNS while viewing
a broadcast program.

It is assumed that the user finds out that an interesting
broadcast program is provided in a channel that the user does
not currently watch through the SNS and desires to change the
currently watched channel. The user can watch the corre-
sponding broadcast program by directly inputting the channel
number of the corresponding channel which provides the
broadcast program using an input mechanism, directly
searching the channel, or using EPG service.

This channel switching route or scheme has a high possi-
bility of generation of an erroneous operation when the user
directly inputs the corresponding channel number and uses a
channel up/down button. Furthermore, when the user calls the
EPG service and searches information, a complicated proce-
dure should be performed or a long time is required to obtain
desired data. That is, the aforementioned method is inconve-
nient for the user.

Accordingly, the present invention provides a method by
which the user can obtain desired data, that is, switch chan-
nels more easily and conveniently.

Referring to FIG. 6, the digital receiver can divide the
screen into one area 610 and another area 620 and respec-
tively provides the broadcast service and SNS through the two
areas 610 and 620 of the screen, simultaneously. The digital
receiver can provide the screen as shown in FIG. 6 according
to the following procedure or method.

The digital receiver can receive content of a conversation
with another user connected through a network from a server
of the SNS, process the conversation content into an appro-
priate form and provide the processed conversion content to
the area 620 allocated to the SNS.

Referring to FIG. 6, the digital receiver can control the size
and resolution of a screen for providing the broadcast service
and provide the screen to the left area 610 which is not
overlapped with the area 620 for the SNS. The digital receiver
can configure OSD for the SNS and provide the OSD to the
area 620.

To provide the SNS at the request of the user, the digital
receiver can receive data relating to the SNS from an external
server (corresponding service server or a server provided by
the digital receiver manufacturer), decode and/or store the
received data, and use the data for configuration of OSD for
image display. For example, the digital receiver can provide
text of the other user, as shown in FIG. 6, by drawing on the
surface of the OSD using the decoded data.

The user can select a desired word or text (e.g. two or more
words) using a selection mechanism 640. Referring to FIG. 6,
the user can select the word “Midas” 630 from the text “I’'m
watching Midas now. Do you watch?”.

A description will be given of a method of selecting a word
or text using a pointing device. The user can select a word by
placing the pointing device on a syllable of the word and by
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long clicking the pointing device or clicking it and dragging
the first to last syllables of the word.

The user can select text using the pointing device. For
example, the user can select text by double-clicking
(down—up—+down) the pointing device on the start point of
the text, dragging the text, and then moving the pointing
device up. Otherwise, the user can select the text by clicking
(down) the pointing device on the start point of the text,
dragging the text, and then moving the pointing device up.
Furthermore, the user can select the text by double-clicking
(down—up—+down) the pointing device on the start point of
the text and double-clicking (down—up—down) the pointing
device on the end point of the text. Otherwise, the user can
select the text by clicking (down—up) the pointing device on
the start point of the text and clicking (down—up) the point-
ing device on the end point of the text.

In addition, when the selection mechanism is a spatial
remote controller, it is possible to select a word or text by
double-clicking a button of the spatial remote controller, or
one-clicking the button, dragging and then moving the spatial
remote controller up.

Alternatively, when the user places the selection mecha-
nism at a specific position for a predetermined time, the
digital receiver can configure and provide a UI 650, as shown
in FIG. 6, such that the user can select a word or text. Refer-
ring to the UI 650 shown in FIG. 6, the user can select at least
one of a word, corresponding text, and the entire text.

It is noted that the method for selecting a specific word or
text while using the SNS is exemplary, and the present inven-
tion is not limited thereto and can employ various methods
according to selection mechanism.

FIG. 7 illustrates the first process with respect to selected
data and an example of the first result according to an embodi-
ment of the present invention. When predetermined data
(‘Midas’) 630 is selected in the embodiment shown in FIG. 6,
the digital receiver can generate image data 710 about the
selected data and perform the first process for activating the
image data. FIG. 7 illustrates the first process based on a
choice of the user.

In the specification, ‘activation’ can mean an operation of
making the result of the first process, that is, the first result
being in a controllable state. The controllable state can exem-
plify a movable state such as drag and drag & drop. The first
process and the first result are described in more detail. The
selection mechanism 720 can be used to drag and drop the
image data 710.

The digital receiver can provide data, which is transmitted
from the server, in the form of text, as shown in FIG. 6, by
drawing the data on OSD to provide the SNS. In other words,
when a predetermined text data region is selected in the
example shown in FIG. 6, the digital receiver can previously
store actual text data (string) corresponding to the selected
text data region.

When the user selects a predetermined data region, the
digital receiver can extract actual text data corresponding to
the selected data region from the storage unit. The digital
receiver can generate the first result in a format which can be
activated, for example, in the form of image data such as an
icon based on the extracted actual text data. The extracted
actual text data and the generated image data (first result) can
be linked such that they are used for the second process which
will be described later.

In other words, the digital receiver can read text data (i.e.,
actual text string transmitted from the server) of the selected
region, and then draw the text data on the surface of a memory
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before drawing it on OSD and images the surface. The image
data can be configured in various formats such as BMP, JPG,
JPEG, PNG, and the like.

While the image data displayed on the screen has a rectan-
gular shape in FIG. 7, the shape or form of the image data is
not limited thereto and the image data can have various forms
including a circle, a cone, a polygon, and a trapezoid which
can be easily recognized by the user. The digital receiver can
configure the image data in various sizes or colors or provide
the image data in a flickering manner or in a 3D form in order
to improve user recognition in the relationship between the
image data and the service being provided.

Furthermore, the image data can be configured such that it
includes the content of the text of the selected region in order
to easily recognize correlation between the image data and
the text of the selected region. For example, the user selects
text data ‘Midas’ 630 in the example shown in FIG. 6, and
image data in a rectangular shape can be generated and
‘Midas’ 710 can be displayed in the generated image data in
the example shown in FIG. 7. The present invention is not
limited to these examples and text data can not be present.
Even if the text data is present, abbreviated text or an image
representing a word or text can be included in the image data.

Other generated images can be provided to a region around
the text data such that the user can recognize the images more
easily. However, the present invention is not limited thereto
and the images may be provided to other positions when the
images displayed around the text data disturb the user who
uses the corresponding service. In view of this, the other
images can be provided in the form of a tray, which will be
described in detail later.

The selected data may be imaged in such a manner that a
predetermined region including a text is cut off on OSD
provided for an additional service and imaged. Since the
digital receiver has information on the OSD image being
provided, the digital receiver can recognize information
about the selected region, extract data about the recognized
region, and automatically perform a function or action
according to movement of the image corresponding to the
data, which will be described in detail later. Imaging of the
selected region is performed based on the aforementioned
principle. Similarly, the selected region may be copied and
imaged based on OSD data being provided.

FIGS. 810 12 illustrate examples of the second process and
the second result according to the present invention. In par-
ticular, FIGS. 8 to 12 illustrate the second process and the
second result which are performed and obtained when the
user issues a request for the first process and the first result
described with reference to FIGS. 6 and 7.

The user can select the first result (e.g., image data) 802
displayed on the screen using a pointer 804 corresponding to
the selection mechanism and move the first result 802 to a
predetermined region on the screen, as shown in FIG. 8.
When the pointing device 804 is used as the selection mecha-
nism, the user can move the first result by selecting the cor-
responding image data and moving the same through drag &
drop.

Referring to FIG. 8, when the user moves the activated
image data (‘Midas’) 810 from the SNS providing area to the
broadcast service providing area, the digital receiver can
acquire coordinate information about the position to which
the image data 810 has been moved.

The digital receiver can determine the position of the
moved image data 810 by comparing the acquired coordinate
information with previously stored coordinate information in
order to determine the type of the second process performed
as the user moves the image data 810. When the digital
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receiver determines that the image data 810 has been moved
to the broadcast service providing area, as shown in FIG. 8,
from the comparison result, the digital receiver can perform
one of the actions illustrated in FIGS. 9 to 12.

Actions illustrated in FIGS. 9 to 12 are sequentially
described. In particular, FIG. 9 illustrates automatic channel
change operation according to movement of the image data
810. That is, the digital receiver can display a broadcast
program 910 relating to the moved image data 810 instead of
the previously provided broadcast program illustrated in F1G.
8.

Specifically, when the image data 810 is moved, the digital
receiver can search and tune to the broadcast program or
broadcast channel relating to the image data 810 by using
various sources, for example, EPG data, or by communicat-
ing with an external server according to the second process
and perform automatic channel switching on the screen as the
second result.

Next, FIG. 10 illustrates a case in which the second process
is performed in a manner similar to the above-mentioned
method and the second result is provided in the form of PIP
(Picture In Picture) or POP (Picture On Picture) 1010 when
the user wants to maintain the previous broadcast program or
channel. Otherwise, it is possible to provide the broadcast
program or channel relating to the image data in which the
user is more interested as a main image and to provide the
previous broadcast program in the form of PIP or POP. In
addition, the main image and PIP image can be switched at
the request of the user.

The position of the PIP or POP image as the second result
can be controlled such that the PIP or POP image is displayed
at the point to which the image data is dropped. Referring to
FIG. 10, the PIP image 1010 can be displayed at the lower end
of'the right of the broadcast service providing area. However,
if the first result is moved to the upper end of the left of the
broadcast service providing area, the second result, that is, the
PIP image 1010 can be provided to the position of the moved
first result, that is, to the upper end of the left of the broadcast
service providing area.

FIG. 11 illustrates a case in which the broadcast program
being watched by the user is not automatically switched to the
broadcast program with respect to the image data of the
broadcast program being watched. Referring to FIG. 11, a Ul
1110 can be provided to inquire as to channel change opera-
tion, and then the channel change operation can be performed
or a PIP can be provided according to a user choice. For
example, the Ul 1110 “Do you want to switch the current
channel?” is provided, and the broadcast program channel
regarding the image data can be tuned to when the user selects
“yes” so as to provide the corresponding broadcast program.

Referring to FIG. 12, when it is determined that the image
data has been moved to the broadcast service providing area,
the digital receiver can execute an EPG service automatically
or at the request of the user to provide an EPG 1220 on the
screen. While FIG. 12 shows that the EPG 1220 is displayed
on the broadcast service providing area, the EPG 1220 can be
provided to various positions. In addition, a list of related
data, instead of the EPG, can be provided through an addi-
tional UL

Referring to FIG. 12, the image data 1210 can be displayed
above the EPG 1220. FIG. 12 illustrates the EPG 1220 which
can display only information about the broadcast program
relating to the image data 1210. However, the present inven-
tion is not limited thereto. For example, the information about
the broadcast program relating to the image data 1210 can be
provided with information about other broadcast programs in
such a manner that the information about the image data
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related broadcast program is highlighted, 3D processed,
hatched, or displayed in a changed size and/or color so that the
user can easily recognize the same.

Furthermore, if a program broadcasting in the same time
zone is present, or an image data related program that was
broadcast and/or an image data related program scheduled to
be broadcast is/are present, the digital receiver can provide a
list of the programs, inquire about reservation recording and
perform a function according to the response to the inquiry. In
this instance, a series of broadcast programs can be pro-
grammed. When the user sets reservation recording, setting of
reservation recording can be indicated on a predetermined
region of the screen and/or EPG such that the user can easily
recognize whether or not reservation recording is set.

Alternatively, channel switching and programming can be
performed on the EPG provided as shown in FIG. 12. Fur-
thermore, the digital receiver can provide detailed informa-
tion such as a thumbnail image, a brief summary, actor infor-
mation, like general EPG even when executing a function
according to drag & drop of the image data activated accord-
ing to the present invention because the digital receiver has
already processed and stored EPG data from signaling infor-
mation such as PSI/PSIP or DVB-SI.

As shown in FIG. 12, the EPG 1220 provided according to
the activated image data can cover the broadcast service pro-
viding area, which can create user inconvenience. In this
instance, the size or resolution of the EPG 1220 can be con-
trolled in the first region. The digital receiver can perform
automatic channel switching when one EPG data is searched
and provide the list as shown in FIG. 12 when a plurality of
EPG data are searched such that an additional function can be
executed.

FIGS. 8 to 12 illustrate operations of the digital receiver to
determine a function to be performed at the request of the user
based on position information of moved image data, in other
words, coordinate information, and automatically execute the
function.

Next, FIG. 13 illustrates a method for controlling the digi-
tal receiver according to another embodiment of the present
invention. When the user generates the image data 1310 and
accesses the image data 1310 with the pointer 1320, the
digital receiver can provide a list 1330 of available functions
or services relating to the image data 1310, as shown in FIG.
13.

For example, the list 1330 can include icon registration in
the background, execution of an EPG service, execution of
web browser service, execution of an App store, and execu-
tion of all services. For execution of all services, services can
be sequentially executed according to a predetermined order,
or results of the services can be simultaneously provided
through a Ul or OSD. In addition, items relating to various
functions that can be provided by the digital receiver may be
provided.

Next, FIGS. 14 to 16 illustrate a method for controlling the
digital receiver according to another embodiment of the
present invention. Referring to FIG. 14, items 1420 involved
in the image data (the first result) 1405 generated through the
operations of FIGS. 6 and 7 are displayed on the screen.

Specifically, when the image data 1405 is generated and, at
the same time, the image data 1405 is selected by the user, the
digital receiver can provide a list 1420 of available functions
relating to the image data 1405, which can be provided by the
digital receiver, to a predetermined area of the screen. FIG. 14
shows a case in which items for a web browser service 1422,
App store service 1424, My App service 1426 and media
service 1428 are generated and displayed at the lower end of
the screen.
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Referring to FIG. 15, the user can move the generated
image data 1502 using the pointing device, as shown in FIG.
8. The image data 1502 being moved to the web browser 1522
is described as an example in FIG. 15.

As described above, when the digital receiver senses move-
ment of the image data 1502, the digital receiver can acquire
coordinate information about the position to which the image
data 1502 has been moved and determine a function linked to
the position of the image data and the type or form of the
second process by comparing the coordinate information
with previously stored coordinate information.

When the digital receiver determines that the position of
the moved image data relates to the web browser service
1522, the digital receiver can automatically execute the web
browser service as the second process and provide a result
relating to the image data 1502, searched through the web
browser service, as the second result.

FIG. 16 illustrates a case in which the web browser service
is provided on the broadcast service providing area. However,
the web browser service can be configured in various sizes
and provided to various regions as necessary. Furthermore,
when the image data 1502 is moved, the digital receiver can
automatically or manually record the broadcast program cur-
rently being provided at the request of the user using a time-
machine function and provide information about the record-
ing on the screen at the same time as when the broadcast
program is recorded or when a function according to move-
ment of the image data 1502 is completed.

All the above-mentioned embodiments select text data in
the SNS and automatically execute functions relating to the
text data. However, the present invention is not limited
thereto. For example, when an object based data service is
provided in a broadcast program, as shown in FIGS. 17 and
18, the digital receiver can be controlled to select an object
from the broadcast program, and image and activate the
object according to the aforementioned principle. Otherwise,
when the user selects specific data on a web browser, the
digital receiver can be controller to image and activate the
specific data as described above.

In particular, FIGS. 17 and 18 illustrate a method for con-
trolling the digital receiver according to another embodiment
of the present invention. FIG. 17 shows a screen on the
assumption that only a broadcast program is provided for
convenience of description.

The digital receiver can receive data about a plurality of
objects which compose one scene from a server and store the
received data in advance. In this instance, the user can access
a specific object included in the displayed image of the broad-
cast program provided by the digital receiver. For example, if
a rectangular area 1 is selected using a pointing device, as
shown in FIG. 17, a selectable object can be displayed, dis-
tinguished from other objects, or an object list can be pro-
vided in the form of an additional UI.

When the user selects one object 1710, the digital receiver
can read data about the object, which has been stored in the
memory, draw the read data on OSD to image the data in the
form of an icon, which corresponds to the first process, and
activate the image data as the first result.

Referring to FIG. 18, when the image data is generated or
the user selects the image data 1710 using a pointer, items
1820 for services available in the digital receiver are provided
to an area other than the area in which the broadcast program
is displayed. The items 1820 can include service items of web
browser 1822, App store 1824, My App 1826 and Media
1828, as shown in FIG. 18.

When the user moves the image data 1710 to the web
browser item 1822, as shown in FIG. 18, the digital receiver
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can determine the position to which the image data 1710 has
been moved, automatically execute the web browser service
as the second process and provide a search result relating to
the selected object as the second result.

When the digital receiver automatically executes a specific
function based on coordinate information regarding the posi-
tion of the moved image data, that is, performs the second
process, the digital receiver can use data previously read in
relation to the image data to execute the function although the
image data is moved on the screen. Otherwise, the digital
receiver can include text data in an activated image and use
the text data without accessing the memory to execute a
corresponding function at the same time as when the activated
image is moved.

To achieve this, in the process of generating the activated
image, the digital receiver can include the text data, read from
the memory, in the activated image according to the format of
the image, for example, ina header region and/or a dataregion
to generate an image including the text data, thereby perform-
ing the corresponding function without accessing the
memory.

Alternatively, a text selected on the screen can be moved to
a region on the screen through drag & drop to execute a
corresponding function. This may correspond to copying text
data from one region to another region during a process of
dragging and dropping the selected text, for example. In
addition, the digital receiver can divide the screen into areas
and execute the web browser as shown in FIG. 16. In this
instance, a search provider for a search operation may be a
default site previously set in the digital receiver. The user can
change the search site.

Furthermore, when the user moves the activated image data
to the App store service, which is not shown in the figure, the
digital receiver can search the App store for applications
related to the image data and provide a related application or
a list of the related applications.

When the user moves the activated image data to My App
service, the digital receiver can search My App for a related
application and execute the application, or execute similar
applications or provide a list of similar applications when
similar applications are present. When the user moves the
activated image data to the media service, the digital receiver
can search the media and provide a related list. The media
may include USB, DLNS, recording list, etc.

When the user moves an image, which is selected through
another service and activated, to SNS, the digital receiver can
search friends or texts linked for the SNS and provide infor-
mation about them. The SNS may include Twitter, Facebook,
me2day, etc.

A case in which a specific mode is executed as the first
process will now be described. In particular, FIGS. 19 and 20
illustrate a method for providing a tray and searching infor-
mation through the tray in a specific mode according to an
embodiment of the present invention. Parts of description of
the execution of a specific mode as the first process, which are
similar or identical to the aforementioned corresponding
parts, are omitted and different parts of the description will be
explained.

In FIGS. 19 and 20, a specific area or data may be selected
in a manner similar to the embodiment shown in FIG. 6.
However, the first result, obtained by performing the first
process when the area or data is selected, can be provided in
the form of a tray, as shown in FIGS. 19 and 20. For example,
the size and resolution of the previous screen, that is, the
broadcast service providing area and SNS providing area may
be adjusted and the result of the first process, that is, the first
result is provided in the form of a tray to an area generated by
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adjustment of the size and resolution of the previous screen,
distinguished from the aforementioned method of directly
providing the first result as image data. Here, the tray means
a collection of areas or data selected to be activated. As
described above, the tray may be configured in the form of
image data or in the form of audio, video or text data.

Referring to FIG. 19, when the first process is performed as
the user selects a specific area or data, the size and resolution
of the currently displayed OSD image (broadcast service
providing area+SNS providing area) may be adjusted and the
tray may be provided to an area generated caused by such
adjustment. Information about various sources and search
engines relating to the tray can be displayed at the lower end
of the screen.

Referring to FIG. 19, the tray can display data such as
‘Midas’, drama, sculpture, art, and ‘Won Bin’, which corre-
spond to areas or data selected from the broadcast service
providing area or the SNS providing area. The digital receiver
can provide a tray including various formats or information.
For example, when the user selects one area or data, the digital
receiver can extract tray data relating to the selected area or
data from previously stored tray data and provide the
extracted tray data. In addition, the digital receiver can align
the tray data based on various standards, for example, in the
order of time, genre, ratings, rating information, user’s setting
information, etc.

Data provided through the tray may have different forms,
formats, images and sizes and be configured in various man-
ners. For example, the data can be highlighted, displayed in
changed colors, or displayed as 3D data. Furthermore, the
data provided through the tray may be selected as described
above and activated such that it can be dragged and dropped.

Referring to FIG. 20, when the user selects tray data “Won
Bin” from the tray and selects a browser from search engines,
a quick search icon can be configured and provided for the
second process. When the user selects the quick search icon,
the second process can be performed and data acquired by
searching the browser for “Won Bin” is be provided as the
second result. The second result can be provided in the form
as shown in FIG. 16 because the browser is used as a search
engine.

While the quick search icon can be configured as described
above, it can be configured by dragging and dropping the tray
data “Won bin” onto the browser. The search engines dis-
played at the lower end of the screen can be arranged accord-
ing to types and kinds of the tray data in such a manner that the
search engine recommended by the digital receiver can be
displayed on the right, that is, at the shortest access distance.
For example, if the digital receiver determines that the
browser is most suitable as a search engine of the tray data
“Won Bin” from among the search engines, media, My App,
App store and browser, the digital receiver can align the
search engines such that the browser can be closest to the tray
s0 as to allow the user to recognize the recommended search
engine and rapidly access the recognized search engine. The
other search engines can be arranged according to their pri-
orities determined in relation with the tray. When specific tray
data is designated for a predetermined time, the digital
receiver can display a Ulincluding a search engine list around
the specific tray data in a manner similar to that shown in F1G.
13.

Tray data can be configured in various forms such that it
can be easily recognized and can include text data. Further-
more, the tray data can be focused, or a Ul such as a list of
information relating to the tray data or detailed information
on the tray data can be provided when the tray data is
accessed.
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The digital receiver can automatically configure and pro-
vide the quick search icon when the tray is provided. For
example, if the user selects the area or data corresponding to
“Won Bin” through SNS, the digital receiver can configure
the tray, as shown in FIGS. 19 and 20, and at the same time,
automatically configure the quick search icon by combining
selected data and a search engine most recommendable for
the selected data, and perform the second process at the
request of the user to output the second result or carry out the
second process according to setting when the user does not
select execution of the second process to output the second
result.

As to the tray provided as shown in FIGS. 19 and 20, when
the first result of the first process is provided as described
above and the user moves the first result to a predetermined
position, the tray can be provided based on the position. For
example, when the user moves the first result to a region other
than areas in which the broadcast service and search engines
are displayed, the tray can be provided as shown in FIGS. 19
and 20. Otherwise, when the first result accesses the boundary
of'atextoranobjecticon, a specific mode can be executed and
the tray can be provided in the executed specific mode.

FIGS. 21 to 23 illustrate a method for providing the second
result according to the method illustrated in FIGS. 19 and 20.
Referring to FIG. 21, if a quick search result of the operation
shown in FIG. 20 corresponds to thumbnail images, the quick
search result can be displayed on the tray with the broadcast
program image displayed. In this instance, if a plurality of
data is present, the quick search result can be provided in a
vertical or horizontal scrolling manner such that it can be
accessed according to the tray format.

FIG. 22 illustrates a thumbnail image which is selected
from the tray according to the quick search result shown in
FIG. 21 and magnified to the full screen. In this instance, the
magnified thumbnail image can be selected by the user, or a
thumbnail image recommended by the digital receiver can be
provided to be magnified. Otherwise, thumbnail images can
be provided in a slide form and upon completion of the last
thumbnail image, the previous image can be recovered.

Referring to FIG. 23, a quick-searched second result can be
provided in the form of PIP or POP on the screen. The scenes
shown in the figures can be automatically provided according
to setting of the user, user choice before window change, and
priority determined by the digital receiver. When an image is
provided, audio data of a previous service can be maintained.
For example, when a thumbnail image is displayed on the full
screen, as shown in FIG. 22, the audio data of the previous
broadcast service can be continuously provided.

If audio data linked with the thumbnail image is received
during the quick search process, the audio data of the previous
broadcast service can be automatically stopped and the
received audio data can be automatically reproduced while
the thumbnail image is provided. For example, the thumbnail
image may correspond to a poster of a drama or movie and a
soundtrack, that is, a theme of the drama or movie has been
searched during the quick search process, the soundtrack may
be provided along with the thumbnail image. Data about
lyrics of the audio data can be received and provided during
the quick search process.

When a searched result is audio data, the digital receiver
can determine whether or not to automatically reproduce the
audio data based on the length or quantity of the audio data.
For example, if the reproduction time of searched audio data
is within 1 minute, the audio of the previous service may be
muted and the audio data may be automatically reproduced. If
the reproduction time exceeds 1 minute, the user can select
reproduction of the audio data.
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While a display image is changed when the second result is
provided in the above embodiments, it is possible to deter-
mine a most suitable screen division states, such as division
into two, three or four areas according to various standards
and appropriately provide the second result through the
divided screen areas.

Furthermore, different processes can be respectively per-
formed for a case in which the user drags the first result to a
predetermined region and a case in which the user drags and
drops the first result. For example, when the user drags the
first result to the broadcast service providing area and main-
tains the dragged first result without dropping it, the digital
receiver can automatically execute EPG at the dragged point
or provide detailed information about the currently provided
broadcast program such that the user can determine whether
the currently provided broadcast program may be maintained
or switched so as to determine whether or not to drop the
dragged first result.

When a service according to a search resultis provided, this
service may collide with the previous service. For example,
when the search result is audio data, audio data of the previous
service can collide with the audio data of the search result
when both are reproduced. In this instance, if reproduction of
the audio data of the previous service needs to be stopped, a
time-machine function can be provided automatically or
manually.

When the search result corresponds to a stored application,
screen configuration may vary with the feature, type and
category of the application. For example, if the application is
a game, a large screen may be needed according to the
attribute or category of the game. In this instance, the digital
receiver can configure the screen such that the game applica-
tion is displayed in full screen according to the attribute of the
game. Even when the game application is displayed in full
screen, the previous service can be provided in the form of
PIP or POP. If it is determined that the game application needs
not be displayed in full screen in consideration of the attribute
or category of the game application, the screen can be divided
into areas in predetermined sizes in consideration of correla-
tion between the game application and the previous service
and the game application and the previous service can be
simultaneously provided. In this instance, audio collision can
be solved automatically or manually.

The digital receiver may need not search one search data
(including tray data) through one search engine. In other
words, the search data can be simultaneously searched
through a plurality of search engines to provide a search
result. Otherwise, a plurality of search data (a combination of
data or individual data) can be searched through one or more
search engines to provide a search result. In this instance,
when a plurality of search results is present, the digital
receiver can divide the screen into multiple areas and simul-
taneously provide the plurality of search results through the
multiple areas, or sequentially provide the search results
according to their priorities.

FIG. 24 is a flowchart illustrating a method for controlling
the digital receiver according to an embodiment of the present
invention. When the user selects a specific area or data dis-
played on the screen using a selection mechanism (S102), the
digital receiver can perform the first process to output acti-
vated data corresponding to the selected area or data (S104).

When the user moves the activated data to a boundary
region of the screen (S106), the digital receiver can execute a
specific mode as the second process (S108). Here, the specific
mode may mean an operation of providing a tray including a
collection of the activated data to a first region from a spare
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region generated by adjustment of the size and resolution of
the entire screen configured prior to the first process.

The digital receiver can further output information on one
or more search engines relating to the specific mode to a
second region from the spare region (S110). The digital
receiver can further output a quick search icon configured
according to a combination of predetermined data selected
from tray data and a predetermined search engine selected
from the search engines to a third region from the spare region
(S112).

When the quick search icon is accessed, a search result
obtained by searching the corresponding tray data using the
corresponding search engine can be displayed on the screen.
Whether or not the displayed image data corresponding to the
search result accesses the boundary region of the screen can
be determined based on coordinate information about screen
configuration.

The activated data and tray data may be at least one of text
data, audio data, video data, and image data. If the activated
data and tray data correspond to image data, they can be
configured in at least one of BMP, JPG, JPEG and PNG
formats.

FIG. 25 is a flowchart illustrating a method for controlling
the digital receiver according to another embodiment of the
present invention. Upon selection of a first region from a
screen providing at least one service (S202), the digital
receiver can configure activated data corresponding to the
selected first region and outputs the activated data as the first
process (S204).

When the output activated data is located in a second region
(S206), the digital receiver can execute a specific function
based on coordinate information of the second region as the
second process (S208). The digital receiver can output aresult
of the second process to a third region (S210).

The first region can correspond to at least one of text data,
image data, and object data according to corresponding ser-
vice, and the specific function can correspond to one of a web
browser, App store, My App, media and a tray function.

According to the aforementioned embodiments of the
present invention, the digital receiver can provide a user inter-
face by which the user can access or execute desired infor-
mation or a desired function more easily and rapidly. To
achieve this, when the user selects a specific area or data from
the screen, the digital receiver can perform the first process
for call and application of a function or information relating to
the selected area or data and automatically/manually carry
out the second process based on user control, such as anaction
or request of the user for a result of the first process. Further-
more, a user interface for executing the same information or
function as the above-mentioned one can be provided for
additional services such as SN in addition to the broadcast
service to control the digital receiver. Accordingly, it is pos-
sible to provide intuitive results by executing a desired func-
tion without going through several paths or without directly
typing the desired function and to execute information or
functions according to the results. This allows the user to
easily access and use the digital receiver, thereby increasing
the user’s purchasing needs.

In addition, the above embodiments describe displaying
results of executing the browser, app store, etc. using the
converted/generated image data in the main or first display
area. However, in an alternative embodiment, if the broadcast
program being displayed in the first display region is a favor-
ite broadcast program, the favorite broadcast program can be
continuously displayed program and the results can be dis-
played as part of the continuously displayed program (e.g., as
a PIP, as overlaid transparently, etc.). Also, if the broadcast
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program being displayed in the first display region is not the
favorite broadcast program, the results can be displayed as a
full screen in the first display region.

Further, in still another embodiment, if the results include
audio or video, a length of the audio or video can be first
determined. Then, if the length of the audio or video is less
than a predetermined amount, the audio or video can be
directly output. However, if the length of the audio or video is
equal or greater than the predetermined amount, the audio or
video can be selectively output based on the program being
displayed in the first display region. For example, if the pro-
gram being displayed in the first display region is a commer-
cial and the length of the audio or video is less than or equal
to the remaining time left in the commercial, the audio or
video can be directly output during the commercial. Whether
the program is a favorite program can also be considered.
Only select portions of the audio or video can also be output.
An amount of motion (e.g., between frames) can also be
determined, and then the audio or video can be output selec-
tively based on the motion of the program.

Also, if the length of the audio or video is equal or greater
than a predetermined amount, only select portions of the
audio or video that are most related to the converted image
data can be output.

The digital receiver and operating method thereof accord-
ing to the present invention are not limited to the aforemen-
tioned embodiments, and all or some of the embodiments can
be selectively combined such that the embodiments can be
modified in various manners.

The operating method of the digital receiver according to
the present invention can be embodied as computer readable
code on a computer readable medium. The computer readable
medium is any data storage device that stores data which can
be read by a computer system. Examples of the computer
readable medium include read-only memory (ROM), ran-
dom-access memory (RAM), CD-ROM, magnetic tape,
floppy disk, optical data storage devices, and so on. The
computer readable medium can also be embodied in the form
of carrier waves as signals communicated over the Internet.
The computer readable medium can also be distributed over a
network of coupled computer systems so that the computer
readable code is stored and executed in a distributed fashion.

Although the present invention has been described with
reference to the limited embodiments and the drawings, the
present invention is not limited to the embodiments and those
skilled in the art will be able to make various modifications
and changes from the description. Accordingly, the scope of
the present invention should not be determined by the above
description but should instead be determined by not only the
appended claims but also equivalents to the claims.

What is claimed is:
1. A method of controlling a digital apparatus, the method
comprising:

displaying, on a display, a first display region and a second
display region, said first display region configured to
display a first content and said second display region
displaying social network contents, wherein the first and
second display regions are not overlapped in the display;

receiving, via an input unit, a selection signal indicating a
selection of a part of the displayed social network con-
tents included in the second display region;

converting, via a controller, the selected part of the social
network contents into image data;

receiving, via the input unit, a moving signal indicating a
movement of the converted image data on the display;
and
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executing, via the controller, a predetermined action cor-

responding to the received moving signal,

wherein, if the converted image data is moved into any area

included in the first display region, the predetermined
actionis any one of switching displaying the first content
to a second content corresponding to the converted
image data, displaying the second content in a picture in
picture (PIP) window, and displaying a service guide
including one or more contents corresponding to the
converted image data,

wherein, if the converted image data is moved into a spe-

cific area of the display, the predetermined action is
displaying a third display region including a list includ-
ing one or more converted image data, the one or more
converted image data including previously converted
and stored image data and currently converted image
data, the specific area not including the first and second
display regions,

displaying a fourth display region including one or more

icons representing one or more applications, which are
available and related to the list included in the third
display region on the digital apparatus,

wherein, if a converted image data included in the list is

moved into an icon among the one or more icons dis-
played in the fourth display region, the predetermined
action is creating a quick search application icon in
response to moving the converted image data of the third
display region into the icon of the fourth display region,
and

wherein the third and fourth display regions are displayed

with the first and second display regions on the display at
the same time.

2. The method of claim 1, wherein the selected part of the
social network contents includes chat text contents input
received from a social network contents server.

3. The method of claim 1,

wherein the one or more applications includes a browser

application, an application store, a user defined applica-
tion and a media application.

4. The method of claim 3, wherein if the moving signal
indicates the converted image data is being moved from the
second display region into the fourth display region, the
executing step executes one of the browser application, the
application store, the user defined application and the media
application that the converted image data is moved to.

5. The method of claim 4, further comprising:

displaying, on the display, results of the executing step in

the first display region.

6. The method of claim 5, further comprising:

if the results of the executing step include audio or video,

determining a length of the audio or video;
if the length of the audio or video is less than a predeter-
mined amount, outputting the audio or video; and

ifthe length of the audio or video is equal or greater than the
predetermined amount, selectively outputting the audio
orvideo based on the first content being displayed in the
first display region.

7. The method of claim 5, further comprising:

if the results of the executing step include audio or video,

determining a length of the audio or video;

if the length of the audio or video is equal or greater than a

predetermined amount, selectively outputting only
select portions of the audio or video that are related to the
converted image data.
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8. The method of claim 3, further comprising:

receiving a selection signal indicating a selection of an
object included in the first content displayed in the first
region;

receiving a moving signal indicating a movement of the
selected object to the fourth display region; and

executing one of the browser application, the application
store, the user defined application and the media appli-
cation that the selected object is moved to.

9. The method of claim 1, further comprising:

reducing a display size of the first and second display
regions for displaying the third and fourth display
regions.

10. A digital apparatus, comprising:

a display configured to display a first display region and a
second display region, said first display region config-
ured to display a first content and said second display
region displaying social network contents, wherein the
first and second display regions are not overlapped in the
display;

an input unit configured to receive a selection signal indi-
cating a selection of a part of the displayed social net-
work contents included in the second display region; and
a controller configured to:

convert the selected part of the social network contents into
image data, receive a moving signal indicating a move-
ment of the converted image data on the display, and

execute a predetermined action corresponding to the
received moving signal,

wherein, if the converted image data is moved into any area
included in the first display region, the predetermined
action is any one of switching displaying the first content
channel to a second content corresponding to the con-
verted image data, displaying the second content in a
picture in picture (PIP) window, and displaying a service
guide including one or more contents corresponding to
the converted image data,

wherein if the converted image data is moved into a specific
area of the display, the predetermined action is to display
a third display region including a list including one or
more converted image data, the one or more converted
image data including previously converted and stored
image data and currently converted image data, the spe-
cific area not including the first and second display
regions,

displaying a fourth display region including one or more
icons representing one or more applications, which are
available and related to the list included in the third
display region on the digital apparatus,

wherein, if a converted image data included in the list is
moved into an icon among the one or more icons dis-
played in the fourth display region, the predetermined
action is creating a quick search application icon in
response to moving the converted image data of the third
display region into the icon of the fourth display region,
and

wherein the third and fourth display regions are displayed
with the first and second display regions on the display at
the same time.

11. The mobile terminal of claim 10,

wherein the one or more applications includes a browser
application, an application store, a user defined applica-
tion and a media application.
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